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The following organizational measures should be carried out:

produce written operating instructions, where required by the explosion protection 
document; instruct workers in explosion protection; ensure workers have adequate 
competence; apply a permit‐to‐work system for dangerous work, where required by the 
explosion protection document; carry out maintenance; carry out inspection and surveillance;
mark hazardous places, where necessary.

The organizational measures taken must be recorded in the explosion protection document.

Operating instructions

Operating instructions are activity‐related binding instructions and rules of conduct issued in 
writing by the employer to the employees. They describe the workplace‐related dangers to 
human beings and the environment and indicate the protective measures taken or to be 
observed. Operating instructions are produced by the employer or a competent person whom 
he appoints to perform the task and must be observed by workers. They relate to a particular 
workplace or part of the establishment. Among the matters to be covered by operating 
instructions for workplaces where there are explosive atmosphere risks are what explosion 
hazards exist and where, what mobile work equipment may be used and whether special 
personal protective equipment must be worn.

Typical Maintenance Requirements 
under ATEX 137 



Worker competence

For every workplace, there should be available a sufficient number of workers with the requisite 
experience and training to perform the explosion protection tasks assigned to them.

Training of workers

Employers must provide workers with training which informs them of the explosion hazards at 
the workplace and the protective measures taken. This training must explain how the explosion 
hazard arises and in what parts of the workplace it is present. The measures taken should be 
listed and their operation explained. The correct way of working with the equipment available 
must be explained.

Workers must receive training on recruitment (before starting work); in the event of a transfer or 
a change of job; when work equipment is introduced for the first time or changed; when new 
technology is introduced. Training of workers must be repeated at suitable intervals, for example 
once per year. On completion of training, it can be useful to check on what has been learned.
The duty to provide training also applies to the employees of outside contractors. Training must 
be given by a competent person. Records should be kept in writing of the date and content of 
training activities and the participants.

Typical Maintenance Requirements 
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Permit‐to‐work system

If work liable to cause an explosion is to be carried out in or near a hazardous place, it must be
authorized by the person with responsibility for this function within the establishment. This also
applies to activities which may interact with other work to cause hazards. A system of permits to 
work has proved useful in such cases. This may be implemented by means of a permit‐to‐work form 
which all concerned must receive and sign. 

Once the work has been finished, a check must be made to establish whether the plant is still safe 
or has been made safe again. All concerned must be informed when the work is finished.

Maintenance

Maintenance comprises repair, servicing and inspection. Before maintenance work begins, all 
concerned must be informed and the work must be authorized, e.g. by means of a permit‐to‐work 
system. It may be carried out only by competent persons. Experience shows that a high accident risk 
attaches to servicing work. Before, during and after completion of the work, care must therefore be 
taken to ensure that all necessary protective measures are taken.



Typical Maintenance Requirements 
under ATEX 137 

When maintenance involving a risk of ignition is carried out in a hazardous place, it should be 
reliably ensured that it will be free of hazardous explosive atmospheres for the duration of 
the work and if necessary for some time thereafter (e.g. to allow cooling). Except in 
exceptional circumstances, when other appropriate and adequate precautions have been 
taken, the items of plant on which work is to be carried out must as necessary be emptied, 
depressurized, cleaned, purged and must be free of flammable substances. While work is in 
progress, such substances must not reach the place where it is being carried out. Where work 
may give rise to flying sparks (e.g. welding, flame cutting, grinding), suitable screening
should be provided and a fire sentry posted if necessary.



Typical Schedule of Inspection



…. a standardized 
requirement for 
an individual to 
properly perform 
a specific job. 

It encompasses a 
combination of 
knowledge, skills
and behavior… (1)

(1) Definition from Wikipedia.com

What is Competency?



IEC 60079‐14

4.4 Qualifications of personnel
The design of the installation, the selection of 
equipment and the erection covered by this 
standard shall be carried out only by persons 
whose training has included instruction on the 
various types of protection and installation 
practices, relevant rules and regulations and 
on the general principles of area classification. 
The competency of the person shall be 
relevant to the type of work to be undertaken 
(see Annex F).

Appropriate continuing education or training 
shall be undertaken by personnel on a regular 
basis.

Why is it important



Key Point to remember 60079‐17 
Inspection Requirements….

 Inspections of Ex equipment maximum 
time frame is 3 years after put in service

 Three different types of inspection: 
Detailed, Close and Visual

 The various protection concepts have 
different inspection schedules and 
things to review….

 For example, all Ex d equipment must 
have joint surfaces inspected which 
entails opening up each enclosure after 
a perscribed period no greater than 
every 3 years….

 How can this effect your design of Ex 
skid packages even if your not 
responsible for maintenance of the 
equipment?


